
3.304.100
KAEHLER PN#: 12 63 1 277 245
KAE PN#: 12631277245
Fuel Pump Timer Relay

Relay is activated for 6 seconds
for every pulse from the IGN Coil
It is a safety stop so fuel is not flowing
if the engine is off.

Italamec relay 218
*Note 86 & 30 are different than standard Bosch
Fuel Pump Relay

AMP 3 Pin Female Housing
(not used - Diagnostic Plug)
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Ignition Switch +12

Red/Black (Pin 7 ECU #1)

Orange (Pin 7 ECU #2)

LT Brown (Pin 6 ECU #1)

LT Brown (Pin 6 ECU #2)

Yellow (Blue AMP Cold Start Right Side)

Yellow (Brown AMP Temp Switch)

Yellow (Blue AMP Cold Start Left Side)

Yellow (Cranking from Left Relay box)

Purple/Black (Pin #14 ECU #2)

Blue/White (Pin #14 ECU #1)

Green/Black (To 4 pin Male AMP)

Green (To 4 pin Male AMP)

Green/White (To 4 pin Male AMP)

White/Red (Pin 8 ECU #2)

Red/Black (Pin 8 ECU #1)

White (+12 Ign Switch)

Black (Ground)

Orange (To Coil +)

Blue/Black (Grey AMP WUR Right Side)

LT Blue/White (Black AMP Air Valve Right Side)

Red/Black (Right Fuel Pump)

White/Red (Green AMP Freq Valve Right Side)

Blue/Red (Grey AMP WUR Left Side)

Blue (Black AMP Air Valve Left Side)

Red (To left Fuel Pump)

Red/Black (Green AMP Freq Valve Left Side)

Purple (Blue AMP Cold Start Valve Left Side)

Purple (Blue AMP Cold Start Valve Right Side)

Purple (Brown AMP Temp Switch)

Grey/Black (Single Female AMP Housing)

Grey/Black (To 3 Pin Female AMP)

Brown (To 3 Pin Female AMP)

+12 from Fuel Pump Relay #1

+12 from Fuel Pump Relay #2

+12 BAT

FUSE

FUSE

Updated Countach EFI Right Side Relay Box Diagram (Version II)
Jason Jones - Lambostuff.com /BullStuff.com - 6-2-2013
Freely Distributable Rev 1.4

AMP 4 Pin Male Housing

Italamec relay 218
*Note 86 & 30 are different than
standard Bosch
Fuel Pump Relay
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Capacitor
0.1k uF MKT 250 v

701 f901 BYX
Diodes?

299
Diode?

255
Diode?

Gold
Red
Green
Brown

*Note the Temp Switch activates a Ground when cold
To turn on the Cold Start Valves

Bosch PN# 0 332 209 151
Closed loop Relay for ECU #2

*Note The actual relays switch the - and +
on posts 86 and 85. It does not matter as
long as you don't use a Diode relay,
since it is only a electromagnet. To avoid
confusion on this diagram, these maintain
the "correct" + and - configuration.
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Italamec Relay

RELAY NOTES: Lamborghini used a mixture of Bosch and Italamec relays. It is very important that you know which relay your
Countach has. The difference between the two involve the location of the 86 and 30 Pins on the relay. It is note worthy that the
NEWER revision of this relay box uses Italamec relays for the Fuel Pumps that have built in Fuses. If you have the new style box and
you do not have these special fused relays, you need to put in-line fuses in the lines going to the pumps.

Bosch Relay

(not used - Diagnostic Plug)

LED's illuminate to tell
you power is going to
the Pumps

This information is being provided free of charge and with no warranties.  I simply got very frustrated with the lack of information,
proper documentation and general mystery of the Countach's Wiring and EFI system. This is my personal documentation, use at
your own risk as there are variances between VIN's, Markets and what color spool of wire they had that week. If you found value
from it, I simply ask for the opportunity to earn your business.

Blue line = +12 IGNRed line = +12 BAT

Black line = GROUND Blue line = +12 Relayed IGN


