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Special thanks and help from:
Michael Wilson " Japla Mike"
John Kar
Chad Bolles

This information is being provided free of charge and with no warranties.  I simply got
very frustrated with the lack of information, proper documentation and general mystery
of the Countach's Wiring and EFI system. This is my personal documentation, use at
your own risk as there are variances between VIN's, Markets and what color spool of
wire they had that week. If you found value from it, I simply ask for the opportunity to
earn your business.
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Picture of the Smog and Timing Relays

MSD Note: The non-programmable MSD Ignition the "Classic" 6AL-2
requires you to send the unit to MSD to have a rev limiter
properly set and a Tach adapter. (Per Bass Garcia at MSD) however
they are replacing their lines to all programmable, which does not
support setting the rev limiter. They also do not support V12
advance curve. Also confirmed by MSD technician. It can be used
for basic Spark amplification, but that's it.  I am switching
total over to distributor-less ignition from Chad B using the
Electromotive system, which does support V12 and advance
programming.

The SMOG system is completely independent
of the EFI system. It is simply controlled by the
RPM sensor (Tach output from Ignition) To
Disable this system, you should unplug this
RPM sensor and the SMOG pump plug. If you
want to unplug the SMOG pump relay you can.

The Green wire terminates at an unused
connector near the right side firewall.

It is likely a diagnostic plug to activate
the SMOG pump relay.

*Read about
the GSM KR25
Module PDF for
info about the
Distributor and
Timing relay
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